
Valvola di ritegno a Clapet verticale 
con molla

Vertical swing check valve 
Spring type

PN: 16
DN: 50-250
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Valvola di ritegno a Clapet verticale
con molla

Vertical swing check valve 
Spring type

FIG. 525M

PN  16
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Pressione di utilizzo /Used pressure: da 0.5 a 16 bar
Temperatura di utilizzo /Used temperature: da -10°C a +100°C

VALVOLA DI RITEGNO A CLAPET VERTICALE CON MOLLA
VERTICAL SWING CHECK VALVE SPRING TYPE

AC.MO S.p.A si riserva il diritto di apportare modifiche anche senza preavviso, al fine di un miglior standard qualitativo. E’ proibito l’uso non autorizzato delle specifiche tecniche.
AC.MO S.p.A. reserves the right to modify the specifications and data contained in this catalogue, even without prior notice, in order to improve its quality standards. Non authorized use is forbidden.

MATERIALS

POS DENOMINATION MATERIALS

1 BODY EN GJL-250 /EN  GJS-400-15

2 GUIDE EN GJL-250 /EN  GJS-400-15

2 GUIDE* OT G/CuZn40Pb2

3 OBTURATOR EN GJL-250 /EN  GJS-400-15

3 OBTURATOR* OT G/CuZn40Pb2

4 BUSH OT G/CuZn40Pb2

5 SPRING STAINLESS STEEL 18/8

6 GASKET NBR 80Sh

MATERIALS

POS DENOMINATION MATERIALS

1 CORPO EN GJL-250 /EN  GJS-400-15

2 GUIDA EN GJL-250 /EN  GJS-400-15

2 GUIDA* OT G/CuZn40Pb2

3 OTTURATORE EN GJL-250 /EN  GJS-400-15

3 OTTURATORE* OT G/CuZn40Pb2

4 BOCCOLA OT G/CuZn40Pb2

5 MOLLA ACCIAIO INOX 18/8

6 GUARNIZIONE NBR 80Sh

DIMENSIONI DI INGOMBRO /DIMENSIONS

DN B C
PESO /WEIGHT  

(kg)

*50 165 100 5,7

*65 185 120 8,2

*80 200 140 10,5

100 220 170 14,3

125 250 200 23,5

150 285 230 31

200 340 300 51

250 405 370 82


